BOPP Tape

A strong, clear/colored adhesive tape made from stretched polypropylene film, used primarily for
secure carton sealing, packaging, shipping, and general household/office tasks due to its high
tensile strength, moisture resistance, and good adhesion to various surfaces. It's known for reliable
performance in logistics, e-commerce, and manufacturing, offering cost-effective, professional-
looking, and often brandable sealing solutions.

Key Features

« High Strength - Excellent tensile and tear resistance

« Lightweight - Easy to use and reduces shipping weight

» Weather Resistant - Performs well in varying temperature and humidity
e ClearorColored-Available in transparent, brown, or printed options

e Printable Surface - Can be customized with logos, warnings, or branding
« LongShelfLife — Maintains adhesion and film integrity over time

FILM ADHESIVE

CODE Tesony  THICKNESS  THICKNESS ~ WIDTH(MM)  one™ CIME (HRS)
(MICRON) (MICRON) . !
B38 38 23 15 12-216 50-650 7
BA40 40 23 17 12-216 50-650 7
BA4 44 23 21 12-216 50-650 8
BA8 48 29 9 - 50-650 8
B50 50 29 15 12-216 50-650 10
B55 55 29 26 12-216 50-650 11
| 870 70 37 33 12-216 50-650 15




